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(57) Abstract: The invention relates lo a method for generating, from a DC input voltage (U (i ). an AC voltage (U A ) in the system 
frequency range, which method is characterized in that two opposite -pole, pulse-width modulated rectangular pulses (a, b) having 
a high switching rate arc applied to the primary winding (W 1 ) of a transmitter (UET), every pulse being modulated corresponding 
to a half-wave or the AC voltage to be generated. On the secondary side, the impulses of both pulses arc rectified so that only one 
pulse (d) from impulses of one polarity remains which due to their pulse width modulation correspond to subsequent half- waves or 
the AC voltage lo be generated The pulse so obtained is periodically commulalcd with the double rrcquency of the AC voltage to 
be generated so that a pulse (c) is obtained that is pulse-width modulated with respect lo amplitude, frequency and polarity or the 
AC output voltage. 
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(57) Zusammenfassung: Zum lirzcugcn cincr Wcchsclspannung (UA) im Ncizfrcqucnzbcrcich aus cincr i-ingangsglcichspannung 
(Uli), werdcn an die Primarwicklung (Wl) cincs Gbcrtragcrs (ULT) zwei gegcnpoligc, pulswciicnmodulicrtc Rcchlcckpulse (a, b) 
hohcr Schaltfnequcnz gclcgt, wobci jeder Puis cnisprcchcnd cincr I lalbwcllc der zu cr/cugcndcn Wcchsclspannung modulicrl isL An 
der Sckundarsciic werdcn die Impulse bcidcr Pulse glcichgcrichtcl, so dass nur noch cin Puis (d) aus I m pulse n cincr Pblaritat vorlicgu 
wclchc aufgrund ihrcr Pulswciicnmodulation aufcinandcr folgcndcn llalbwcllcn der zu crzeugenden Wcchsclspannung cntsprcchcn, 
und der erhallcne Puis wird pcriodisch mil der doppcltcn Frcqucnz der zu crzcugcndcn Wcchsclspannung umgepolu so dass cin Puis 
(e) erhallcn wird, der bczUglich Amplitude, Frcqucnz und Polaritat der Ausgangswcchsclspannung pulswcitcnmodulicrt isL 



